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Relief Valve

289 Series

▶ �Regulator의 고장이나 기타 이상작동으로 후단압력이

설정압력 이상으로 상승될 경우 가스를 대기중으로 방출

시켜 후단 기기를 보호

▶ �지역 및 전용정압기의 안전밸브로 사용

용도

▶ �소형 경량이며 대용량의 경제적 제품

▶ �설치 및 유지보수가 용이

특징

사양

▶ 접속구경 및 방식

▶ Body 재질

▶ 사용온도범위：-29℃~66℃

Type Number 접속구경 및 방식

289L 3/4", 1" NPT

289H 1", 2" NPT

Type Number 재   질

�2�8�9�H(1"), �2�8�9�H�H�,� 289L Aluminum

289H (2") Cast Iron
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●용도
▶Regulator의 고장이나 기타 이상작동으로 후단압력이

설정압력 이상으로 상승될 경우 가스를 대기중으로 방

출시켜 후단 기기를 보호

▶지역 및 전용정압기의 안전밸브로 사용

●특징
▶소형 경량이며 대용량의 경제적 제품

▶설치 및 유지보수가 용이

●사양
▶접속구경 및 방식

TYPE NO 접속구경 및 방식
289L
289H

3/4", 1"NPT
1", 2"NPT

▶Body 재질

▶사용온도범위：-29℃~66℃

TYPE NO 재 질
289H(1"), 289L

289H(2")
Aluminum
Cast Iron

289L 289H 1″ 289H 2″

Natural Gas
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Figure 2. Types 289H, 289L and 289U Operational Schematics

M1047

M1049

M1048

M1050

1 NPT TYPES 289H AND 289HH

1" NPT TYPE 289L

2 NPT TYPE 289H

TYPES 289U AND 289A

INLET PRESSURE
OUTLET PRESSURE

ATMOSPHERIC PRESSURE

Table 1. Maximum Allowable Relief (Inlet) Pressure

AVAILABLE
CONFIGURATION

BODY SIZE,
NPT

SPRING PART
NUMBER

COLOR
CODE

SPRING RANGE
(RELIEF PRESSURE SETTINGS)

MAXIMUM ALLOWABLE RELIEF
(INLET) PRESSURE(1)

psig bar psig bar

Type 289A 1/4 0Z056327022
1B268227022

Silver
Silver

3 to 13
11 to 22

0.21 to 0.90
0.76 to 1.5 45 3.1

Type 289H

1

1F826927052
1D892327022
1D751527022
1D7455T0012

Pink
Red

Silver
Green

1 to 4.5
4 to 15
10 to 20
15 to 50

0.07 to 0.31
0.28 to 1.0
0.69 to 1.4
1.0 to 3.5

100 6.9

2

1B536527052
1B536627052
1B536827062
1B536927052

Dark Blue
Gray

Dark Green
Red Stripe

7 to 18 in. w.c.
0.5 to 2.25
1.75 to 7
4 to 10

17 to 45 mbar
0.03 to 0.16
0.12 to 0.48
0.28 to 0.69

25 1.7

Type 289HH 1 1D7455T0012 Green 45 to 75 3.1 to 5.2 100 6.9

Type 289L 3/4 or 1 13A7917X012
13A7916X012

Silver
Red Stripe

10 to 18 in. w.c.
12 to 40 in. w.c.

25 to 45 mbar
30 to 99 mbar 7 0.48

Type 289U 1/4 0V060227022
0F058227022

Silver
Silver

5 to 25 in. w.c.
20 in. w.c. to 3 psig

12 to 62 mbar
50 to 207 mbar 10 psig 0.69

1. This value indicates the relief pressure setting plus pressure build-up.
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Figure 2. Types 289H, 289L and 289U Operational Schematics
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Figure 2. Types 289H, 289L and 289U Operational Schematics
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289�H�H 1" NPT
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Relief Valve

289 Series
▶ 설정압력범위 및 최고허용입구압력

Body Size
Inch

Type
설정압력범위

kPa (Bar)

Spring 최고허용입구압력
kPa (Bar)Part Number 색상

3/4, 1 289L
2.5~4.5
3.0~9.9

(0.025~0.045)
(0.030~0.099)

13A7917X012
13A7916X012

은색 (Silver)
적줄 (Red Stripe)

48 (0.48)

1 289H

7.0~31
28~100
69~140

100~350

(0.07~0.31)
(0.28~1.0)
(0.69~1.4)
(1.0~3.5)

1F826927052
1D892327022
1D751527022
1D7455T0012

분홍 (Pink)
적색 (Red)
은색 (Silver)
녹색 (Green)

690 (6.9)

2 289H

1.7~4.5
3.0~16
12~48
28~69

(0.017~0.045)
(0.03~0.16)
(0.12~0.48)
(0.28~0.69)

1B536527052
1B536627052
1B536827062
1B536927052

진청 (Dark Blue)
회색 (Gray)
진녹 (Dark Green)
적줄 (Red Stripe)

170 (1.7)
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9.7
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45.2

8.69 /
221
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0.38 /
9.7
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105

TYPE 289L
3/4 AND 1 NPT

TYPE 289H 
2 NPT

4.88 /
124

1.94 /
49

1.25 /
32

5.38 /
137

3.56 /
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8.94 /
227

7.12 /
181

2.12 /
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Figure 5.
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Figure 5. Dimensions
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Figure 5. Dimensions

DIMENSIONS

Inch / 
mm

1 289�H�H �3�10~�5�20 (�3.�1~�5.�2) 1D7455T0012 녹색 (Green) 690 (6.9)
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