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Relief Valve

63EG 

▶ ��Regulator의 고장이나 기타 이상작동으로 후단 압력이

설정압력 이상으로 상승될 경우 가스를 대기중으로 방출

시켜 후단 기기를 보호

▶ ��지구, 지역 및 전용정압기의 안전밸브로 사용

용도

▶ �고정밀도 대유량 - Pilot Type으로 정밀하며 유량이 크다.

▶ �유지보수용이 - 배관에 설치된 상태로 신속한 분해점검

가능

특징

사양

▶ 접속구경 및 방식

▶ 설정압력범위

▶ 사용온도범위：-29℃~82℃

접속구경
(Inch)

접 속 방 식

Cast Iron Body Steel Body

1, 2
NPT

ANSI 125FF

NPT, BWE, SWE
ANSI 150RF
ANSI 300RF
ANSI 600RF
PN 16/25/40

 3, 4, 6

8X6

ANSI 125FF

BWE
ANSI 150RF
ANSI 300RF
ANSI 600RF
PN 16/25/40

Pilot Type 설정압력범위, kPa (Bar)
Spring

Part Number 색상

6358B
69~210

210~410
410~860

(0.69~2.1)
(2.1~4.1)
(4.1~8.6)

1B788327022
1B788427022
1K748527202

은색 (Silver)
청색 (Blue)
적색 (Red)

6358EB
590~960

900~1.38MPa
1.24MPa~2.41MPa

(5.9~9.6)
(9.0~13.8)
(12.4~24.1)

17B1261X012
17B1263X012
17B1264X012

녹색 (Green)
청색 (Blue)
적색 (Red)

6358EBH 1.72MPa~2.76MPa (17.2~27.6) 17B1263X012 청색 (Blue)

Type 63EG

E0
10

1

July 2008 Type 63EG

INLET PRESSURE
A
LOADING PRESSURE
EXHAUST

Type 63EG

E0
10

1

July 2008 Type 63EG

INLET PRESSURE
ATMOSPHERIC PRESSURE
LOADING PRESSURE
EXHAUST

�-

BWE
ANSI 150RF
ANSI 300RF
ANSI 600RF
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Relief Valve

63EG 

Common Dimensions, Inch (mm) Dimension
Specific for
Type 63EG,
Inch / mm

Body
Size,

NPS / DN

A
D

(With
Travel

Indicator)

E
(Without
Travel

Indicator)

G V

NPT

Cast Iron Steel/Stainless Steel

H M
CL125

FF
CL150

RF
CL300

RF
CL600

RF

1 / 25
8.25
(209)

7.25
(184)

7.25
(184)

7.75
(197)

8.25
(209)

8.19
(208)

4.94
(125)

2.19
(55.6)

11.38
(289)

5.44
(138)

7.25
(184)

2 / 50
11.25
(286)

10
(254)

10
(254)

10.5
(267)

11.25
(286)

8.69
(221)

5.44
(138)

2.84
(72.1)

12.62
(320)

5.94
(151)

7.69
(195)

3 / 80 ---
11.75
(298)

11.75
(298)

12.5
(317)

13.25
(337)

11.25
(286)

7.00
(178)

3.5
(88.9)

16.25
(413)

7.25
(184)

8.19
(208)

13.88
(353)

13.88
(353)

14.5
(368)

15.5
(394)

12.62
(321)

8.38
(213)

4.81
(122)

18.88
(479)

8.62
(219)

8.88
(226)

6 / 150 ---
17.75
(451)

17.75
(451)

18.62
(473)

20
(508)

13.44
(341)

9.19
(233)

5.19
(132)

20
(508)

8.81
(224)

14.56
(370)

8×6
/ 200×150

--- ---
21.38
(543)

22.38
(568)

24
(610)

15.00
(381)

10.75
(273)

7.19
(183)

23.5
(597)

10.5
(267)

14.56
(370)
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Figure 7. Dimensions

Note: For dimensions of relief valves with EN (or other) end connections, consult the local Sales Office.

iN. /
mm

M

h

STANdARd PiLOT SPRiNG CASE 
iS 1/4NPT TAPPEd WiTh
REmOVABLE VENT iNSTALLEd

TyPE 63EG WiTh6358 SERiES PiLOT

15A8029_E

Bulletin 71.4:63EG

16

Figure 7. Dimensions

Note: For dimensions of relief valves with EN (or other) end connections, consult the local Sales Office.

iN. /
mm

4.25 mAx /
108

TRAVEL iNdiCATOR
COVER REmOVAL
CLEARANCE

OPTiONAL TRAVEL
iNdiCATOR

d
E

G

A

A/2

1/4 NPT
PiPE TEE TAPPiNG

1/4 NPT
mAiN VALVE BOdy TAPPiNG

1/4 NPT PiLOT 
ExhAUST CONNECTiON WiTh
REmOVABLE VENT

6358 SERiES

15A8029_E

DIMENSIONS

VALVE TRIM 
REMOVAL 
CLEARANCE

V 

4.25 MAX /
108

TRAVEL INDICATOR 
COVER REMOVAL 
CLEARANCE

OPTIONAL TRAVEL 
INDICATROR

D
E

G

A

A/2

1/4 NPT
PIPE TEE TAPPING

1/4 NPT
MAIN VALVE BODY TAPPING

1/4 NPT PILOT 
EXHAUST CONNECTION 
WITH REMOVABLE VENT

6358 SERIES

M

H

STANDARD PILOT SPRING CASE 
IS 1/4 NPT TAPPED WITH 
REMOVABLE VENT INSTALLED

TYPE 63EG WITH 6358 SERIES PILOT Inch / mm

4 �/ 100� ---
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